
Handleiding

 Installation Guide 

Please read all instructions carefully before proceeding with 
installation.

Due to the complexity of the installation procedure a professional 
plumber is required.

Specifications and directions may change without notice.
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1.Build a platform according to the size of the drop-in bathtub. 
   Make sure there is floor drain under the bathtub.

2.Install the drainer.

3.Put the drop-in bathtub into the platform, and check the bathtub 
    with level bar.

4Apply silicone along the rim of the bathtub to create alright seal.

3

Plaats het inbouwbad in het platform en zorg ervoor 
dat het inbouwbad waterpas staat. 

Breng sanitairkit aan langs de rand van het bad om 
een goede afdichting te creëren. 
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    with level bar.
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 Installation Guide 

Please read all instructions carefully before proceeding with 
installation.

Due to the complexity of the installation procedure a professional 
plumber is required.

Specifications and directions may change without notice.
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1.Build a platform according to the size of the drop-in bathtub. 
   Make sure there is floor drain under the bathtub.

2.Install the drainer.

3.Put the drop-in bathtub into the platform, and check the bathtub 
    with level bar.

4Apply silicone along the rim of the bathtub to create alright seal.
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 Installation Guide 

Please read all instructions carefully before proceeding with 
installation.

Due to the complexity of the installation procedure a professional 
plumber is required.

Specifications and directions may change without notice.
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1.Build a platform according to the size of the drop-in bathtub. 
   Make sure there is floor drain under the bathtub.

2.Install the drainer.

3.Put the drop-in bathtub into the platform, and check the bathtub 
    with level bar.

4Apply silicone along the rim of the bathtub to create alright seal.
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Please read all instructions carefully before proceeding with 

installation.

Due to the complexity of the installation procedure a professional 

plumber is required.

Specifications and directions may change without notice.
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1.Build a platform according to the size of the drop-in bathtub. 

   Make sure there is floor drain under the bathtub.

2.Install the drainer.

3.Put the drop-in bathtub into the platform, and check the bathtub 

    with level bar.

4Apply silicone along the rim of the bathtub to create alright seal.

Bouw een platform afhankelijk van de grootte van het 
inbouwbad. Zorg voor een afvoerputje onder het bad. Installeer de afvoer. 
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installation.

Due to the complexity of the installation procedure a professional 
plumber is required.

Specifications and directions may change without notice.
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1.Build a platform according to the size of the drop-in bathtub. 
   Make sure there is floor drain under the bathtub.

2.Install the drainer.

3.Put the drop-in bathtub into the platform, and check the bathtub 
    with level bar.

4Apply silicone along the rim of the bathtub to create alright seal.
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Please read all instructions carefully before proceeding with 
installation.

Due to the complexity of the installation procedure a professional 
plumber is required.

Specifications and directions may change without notice.
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1.Build a platform according to the size of the drop-in bathtub. 
   Make sure there is floor drain under the bathtub.

2.Install the drainer.

3.Put the drop-in bathtub into the platform, and check the bathtub 
    with level bar.

4Apply silicone along the rim of the bathtub to create alright seal.

Installatie inbouwbad
Montage van dit product dient door een erkend installateur te worden uitgevoerd.
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Please read all instructions carefully before proceeding with 
installation.

Due to the complexity of the installation procedure a professional 
plumber is required.

Specifications and directions may change without notice.
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1.Build a platform according to the size of the drop-in bathtub. 
   Make sure there is floor drain under the bathtub.

2.Install the drainer.

3.Put the drop-in bathtub into the platform, and check the bathtub 
    with level bar.

4Apply silicone along the rim of the bathtub to create alright seal.
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 Installation Guide 

Please read all instructions carefully before proceeding with 
installation.

Due to the complexity of the installation procedure a professional 
plumber is required.

Specifications and directions may change without notice.
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1.Build a platform according to the size of the drop-in bathtub. 
   Make sure there is floor drain under the bathtub.

2.Install the drainer.

3.Put the drop-in bathtub into the platform, and check the bathtub 
    with level bar.

4Apply silicone along the rim of the bathtub to create alright seal.
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 Installation Guide 

Please read all instructions carefully before proceeding with 
installation.

Due to the complexity of the installation procedure a professional 
plumber is required.

Specifications and directions may change without notice.
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1.Build a platform according to the size of the drop-in bathtub. 
   Make sure there is floor drain under the bathtub.

2.Install the drainer.

3.Put the drop-in bathtub into the platform, and check the bathtub 
    with level bar.

4Apply silicone along the rim of the bathtub to create alright seal.
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