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Handleiding

1.  Leid de waterleiding naar de gewenste locatie voor de douchearm en bevestig deze met een
½” muurkoppeling (niet meegeleverd). Alle leidingen en verbindingen moet worden vastgezet met
geschikte bevestigingen.

2. Plaats de rozet aan de douchearm.
3.  Draai het draadeind van de douchearm rechtstreeks in de ½” muurkoppeling met isolatietape om

een waterdichte afsluiting te bereiken.
4. Sluit tijdelijk de douchearm af, open de doucheklep en controleer op lekkages.

INSTALLATIE ZONDER TOEGANG ACHTER DE MUUR

K INST 48 Rev.1.0

Installation
Without rear access:

1. Run pipework from the shower valve to the desired location for the fixed arm ensuring it 
    terminates in a suitable ½ " female connector (not supplied). All pipework and connectors
    must be secured using suitable fixings.
2. Fit the cover plate to the shower arm. 
3. The fixing nut, backnut and backnut washer are not required. Wind the fixed arm thread

directly into the ½ " female connector (not supplied) using PTFE tape or similar, to achieve 
    a watertight seal.
4. Temporarily cap off the fixed arm, open the shower valve and check for leaks.

Aftercare
To maintain the appearance of this fitting, ensure it is cleaned using only a clean soft damp
cloth. A solution of warm water and mild liquid detergent may be used where necessary and
then rinsed thoroughly. 
Abrasive cleaners or acidic cleaners MUST NOT BE USED under any circumstances. 
Avoid contact with solvents.
Please retain these instructions for future reference.
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Om dit product te onderhouden, moet u ervoor zorgen dat deze alleen wordt schoongemaakt met een 
schone, zachte vochtige doek. Indien nodig kan een oplossing van warm water en een mild vloeibaar  
wasmiddel gebruikt worden en vervolgens grondig worden schoongespoeld.
Vermijd schurende reinigingsmiddelen of zure reinigers. Vermijd contact met oplosmiddelen.
Bewaar deze instructies voor toekomstige referentie.

ONDERHOUD

K INST 48 Rev.1.0

Installation
Without rear access:

1. Run pipework from the shower valve to the desired location for the fixed arm ensuring it 
    terminates in a suitable ½ " female connector (not supplied). All pipework and connectors
    must be secured using suitable fixings.
2. Fit the cover plate to the shower arm. 
3. The fixing nut, backnut and backnut washer are not required. Wind the fixed arm thread

directly into the ½ " female connector (not supplied) using PTFE tape or similar, to achieve 
    a watertight seal.
4. Temporarily cap off the fixed arm, open the shower valve and check for leaks.

Aftercare
To maintain the appearance of this fitting, ensure it is cleaned using only a clean soft damp
cloth. A solution of warm water and mild liquid detergent may be used where necessary and
then rinsed thoroughly. 
Abrasive cleaners or acidic cleaners MUST NOT BE USED under any circumstances. 
Avoid contact with solvents.
Please retain these instructions for future reference.
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